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NOTE: This CQuide Specification is issued by the
Atlantic Division, Naval Facilities Engineering
Command for use in Italy.

NOTE: This gui de specification covers requirenments
for lightning protection systens. Requirenents for
mat eri al s and procedures for special or unusua

desi gn should be added as necessary to fit specific
proj ects.

Conmment s and suggestions on this specification are
wel cone and should be directed to the technica
proponent of the specification. A listing of the
techni cal proponents and their tel ephone nunbers is
| ocated on the Spec Support page on the LantDiv
websi te.

Use of electronic comunication is encouraged.
Brackets are used in the text to indicate designer

choices or locations where text nust be supplied by
t he desi gner.
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NOTE: Show the followi ng information on the project
dr awi ngs:

1. Location and details of air term nals.
2. Location and size of down and ring conductors.

3. Location of ground rods (or grounding plates)
and ground inspection pits.

4. Location and size of the ring conductor
Provide a ring conductor for all buildings that have
a lightning protection system

5. Details of pertinent LPS conponents.
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6. Location and information on insul ated standoffs.

7. Location and details for disconnect devices.
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NOTE: Maxi m ze the use of European

techni cal /construction standards. Do not reference
host nation standards that duplicate an avail abl e
Eur opean standard. However, the designer is
responsible for determning if there are any
specific host nation standards that should be
referenced. Consult with the project's Activity to
deternmine their requirenments and standards.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

PART 1 GENERAL

1

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

| TALI AN ELECTROTECHNI CAL COW TTEE ( CEl)

CEl 11-1 (1999; V1 2000; EC 2001) Power
Install ati ons Exceeding 1 kV a.c.

CEl 64-8 (2003) Electrical Installations of
Bui | di ngs

CEl 64-12 (1998; V1 2003) Residential and Simlar
Prem ses - Installation Criteria of

Eart hi ng System
CEl 81-1 (1998) Lightning Protection of Structures

CEl 81-3 (1999) Medi um Val ues of the Nunbers of
Lightnings to Earth of Italian Gties,
| ssued Al phabetically

CEl 81-4 (1996; V1 1998) Lightning Protection of
Structures. Assessnent of the Ri sk of
Damage Due to Lightning

CEl 81-8 (2002) Electrical Installations of
Bui l dings - Application Guide for the
Sel ection and Installation of the Surge
Protective Devices

| TALI AN LAWS AND NORMS
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LAW 46 (5 March, 1990) Safety Norns for
Technol ogi cal Systens

.2 RELATED REQUI REMENTS

Section 16050, "Basic Electrical Materials and Methods," applies to this
section with additions and nodifications specified herein. WMaterials not
considered to be lightning protection systemmaterial or conponents are
specified in Section 16303, "Underground El ectrical Work"

. 2.1 Verification of D nensions

The Contractor shall becone fanmliar with all details of work, verify al
dimensions in the field, and shall advise the Contracting O ficer of any
di screpancy before perfornmng work. No departures shall be nade wi t hout
prior approval of the Contracting Oficer.

2.2 Syst em Requi renent s

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: Include the Italian CElI norns for projects
|located in Italy. For projects located in other
Eur opean nations, add applicable LPS norns of the
host nati on.
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Materials shall consist of standard products of a manufacturer regularly
engaged in production of |ightning protection systens and shall be the
manuf acturer's | atest approved design. Lightning protection system shal
conformto CEl 64-8, CEl 64-12, CEl 81-1, CEl 81-3 and CEl 81-4.

.3 DEFI NI TI ONS

. 3.1 Li ght ni ng Protecti on System (LPS)

The lightning protection systemshall include ground rods, air termnals,
ground conductors, ring conductors, connectors and shall conply with CE
64-8, and CEl 64-12.

. 3.2 Li ght ni ng Conductors

Conductor formng a |oop or ring around the building or structure and
i nterconnecting the down conductors for an equal distribution of |ightning
current anong them

.3.3 Down Conduct or

That part of an external LPS which is intended to conduct |ightning current
fromthe air termnation systemto the earth ternination system

4 SUBM TTALS

EE R R R R R R R R R R R R R R R R R R R R R R R R O O R
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NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

A "G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone
submittals are already marked with a "G'. Only
delete an existing "G' if the subnittal itemis not
conpl ex and can be reviewed through the Contractor's
Quality Control system Only add a "G' if the
submittal is sufficiently inportant or conplex in
context of the project.

EE R R R R R R R R R R R R R R R R R R R R R R O R

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only or as
ot herwi se designated. Submt the following in accordance with Section 01330,
“Submittal Procedures.”
SD- 02 Shop Drawi ngs
Li ghtning protection system G
SD- 03 Product Data
Mai n conductors; G
Down conductors; G
Bondi ng conductors; G
Air termnals; G
Connection and term nation conponents; G
[Gound rods; g
[ Grounding plates; G
[Exothermic weld kit; g
[ Di sconnect device; G
SD- 06 Test Reports
Li ghtning protection systeminspection and test report; G
[ G ounding systemtest; @G

SD-07 Certificates

Li ghtning protection system conpliance certificate;, G
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5  QUALI TY ASSURANCE

In each standard referred to herein, consider the advisory provisions to be
mandat ory, as though the word "shall" has been substituted for "shoul d"
wherever it appears. Interpret references in these standards to "authority

having jurisdiction,” or words of simlar neaning, to mean Contracting
Oficer.

.5.1 Li ghtning Protecti on System Draw ngs
Submit installation shop drawings for the overall |ightning protection
system Drawi ngs shall include roof plan, physical |ayout of the roof

nount ed equi pnent, all equi pnent connections, down | eader |ocations, ring
conductor plan, all conductor sizes and types, nounting details, and
relationship to other parts of the work. Subnmit detail draw ngs for
connection and term nati on conponents[ (including air termnals)] to

i ncl ude manufacturer's descriptive and technical literature, catalog cuts,
and installation instructions.

.5.2 Li ghtning Protecti on System Conpliance Certificate

Submit proof of compliance. Al the protected facilities shall be
approvabl e by the Italian Authority having jurisdiction as applicable.
Contractor shall provide a witten certificate of conpliance to the
Contracting Oficer as required by Italian Norm LAW46. Subnmit witten
certificate froman approved, recogni zed testing organization equipped to
perform such services, stating that itens have been inspected and tested
and that the systemconforns to requirenents defined in this specification
and on the draw ngs.

.6 SI TE CONDI Tl ONS

The Contractor shall become famliar with details of the work, verify

di mensions in the field, and advise the Contracting Oficer of

di screpanci es before perform ng work. Deviations fromcontract draw ngs
shall not be made without prior approval of Contracting Oficer

PART 2 PRODUCTS

2.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: Include the Italian CElI norns for projects
|located in Italy. For projects located in other

Eur opean nations, add applicable LPS norns of the
host nation. Apply this instruction throughout this
speci fication section.

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

1 GENERAL REQUI REMENTS

CEl 64-8, CEl 64-12, CEl 81-1, CEl 81-3, CEl 81-4 and CEl 81-8. Provide an
external LPS system The systemshall be the "not insulated" type. All

mat eri al s and conponents shall be copper or copper based except where
alternative naterials are required to prevent deterioration due to
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dissimlar materials. Fulfill all specific requirenents of CEl Italian
Nor s.

2.1.1 CE Marking and Displ ay

Equi pnrent, materials, conponents, assenblies and so forth which are subject
to European Union (EU econonmic directives shall have an approved

Decl aration of Conformty as denbnstrated by an authorized display of the
CE Mark (Conform te Europeenne Mark). The CE Mark | ogo shall be placed on
t he product, the product literature, and/or packaging as required by the
respective EU directive, or directives.

2.2 SCQURCE MANUFACTURERS

The foll owi ng nanufacturers provide |lightning protection nmaterials that
generally conply with these specifications.

Schnei der Electric S.p. A

Direzi one Cenerale

Viale Colleoni, 7-Palazzo Sirio
20031 Agrate Brianaza (M)ltalia
Tel: (39) 39 655 8111

Fax: (39) 39 605 6237

Website: www schneiderelectric.it

CARPANETO

Via Ferrero, 10

10090 Cascine Vica - Rivoli (TO
Tel : 011/9590111

Fax: 011/9590200

Web Site: www. carpaneto.it

2.3 MATERI ALS

CEl 81-1. Do not use a conbination of materials that forns an electrolytic
coupl e of such nature that corrosion is accelerated, especially in the
presence of nmoisture. Were unusual conditions exist which would cause
corrosion of conductors, either provide conductors with protective coatings
or oversize the conductors. Were nechanical hazard is involved, either

i ncrease the conductor size to conpensate for the hazard or protect the
conductors by covering themw th nolding or tubing nade of wood or
nonmagnetic material. Wen netallic conduit is provided, electrically bond
the conductor to the conduit at the upper and | ower ends of the conduit.
Provi de bond conductor connections by either clanp type connectors or welds
(including exothernmic type). Al ferrous materials and conponents shall be
hot di p gal vani zed.

2.4  COVPONENTS

2.4.1 Mai n Conduct ors, Down Conductors, and Bondi ng Conductors

EE R R R R R R R R R R R R R R R R R R R R R R R R R I

NOTE: Al umi num conductors are specifically required
in order to prevent rapid deterioration of

SECTI ON 13100 Page 6



| GSVAY04

dissimlar netals. For LPS designs for buildings,
al l ow for alum num fabricated equi pnent (exhaust
fans, roof ventilators, and so forth) and
construction features (flashing, caps on parapet
wal | s, special roof structures such as mansard
roofs, and so forth) which nust be connected to the
LPS. Size conductors in accordance with CEl 81-1.

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

Provide lightning conductors as indicated on the drawings. Al main
conductors, including down conductor, shall be[ 95 percent anneal ed
copper][ alum num. Bonding conductors shall al so be copper except where
al um num conductors are required to prevent the rapid deterioration of
dissimlar metals. The length of alum num conductors shall be kept to a
m ni mum  Copper-to-alum numtransition connectors and conponents shall be
approved for both copper and al um num conductors.

2.4.2 Copper Conductors

EE R R R R R R R R R R R R R R R R R R R R R R R I

NOTE: There are two types of roof nounted nain
conductors that can be specified: (1) standard
circular, bare copper conductors that interconnect
air termnals; and (2) flat copper bar system

i nterconnecting to forma nesh system (called the
air termnation system and which does not involve
air termnals. Consult with the Base/Station to
obtain their preferences and policies.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Sizes of all lightning protection conductors shall be in accordance with
CEl 81-1. Down conductors (cable) shall have a m ninumcross sectional area
of [95][ ] . Ri ng conductor (cable) shall have a m ni num cross
sectional area of [95]] ] nﬂ?.[ Mai n |ightning conductors (cable) that
are roof nounted shall have a m ni mum cross sectional area of [95]] ] mm
2.][ Mai n |ightning conductors that are roof nounted shall be flat copper
bar that is [4]] ] mmthick by [25]] ] mmwi de. Bar shall be
supported every [2] [ ] meters with an insulator rated 1,000 volts.

I nsul ator shall be either polynmer type or porcelain type.] Copper bonding
conductors (cable) shall have a mninumcross sectional area of [16]] ]
m?.  Solid strip copper bonding conductor shall be [1.5]] ] mmthick
by [15]] ] mmwi de. Strap type pipe clanps shall be at |east

[50] ] mmwi de and [1.5][ ] mmthick. Wen perforated straps are

provided, then the strap width shall be at |east twi ce the dianmeter of the
perforations.

2.4.3 Al um num Conduct ors

EE R R I R R I R I R R R I R R R R R R I R R I R R R I R R I R R R I R S O

NOTE: Do not install alum num conductors in contact
with the earth. Do not use al um num conductors in
any manner that will contribute to the rapid
deterioration of dissinmlar netal. Cbserve
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appropriate precautions at connections with
dissimlar metals. Provide al um num conductors that
are equivalent to the anpacity of the associated
copper conductors. Provide alum numstraps in
accordance with the sane requirenents for copper
straps.

EE R R R R R R R R R R R R R R R R I R R R R I R

Do not install alum numconductors in contact with the earth. Do not use
al um num conductors in any manner that will contribute to the rapid
deterioration of dissimlar netal. GCbserve appropriate precautions at
connections with dissimlar metals. Provide alum num conductors that are
equi valent to the ampacity of the associ ated copper conductors. Provide

al umi num straps in accordance with the sane requirenents for copper straps.

2.4. 4 Ground Ring Conductors

Provi de stranded bare copper ring conductors sized in accordance with CE
11-1 and CEl 64-8.

2.4.5 Air Term nal s

Provi de copper air termnals in accordance with CEl 81-1. Air termnals
shal | have a mni num di aneter of [15]] ] mmin accordance with CEl 81-1
Length of air termnals shall be as indicated on the drawings.[ Provide

additional bracing for air termnals longer than 600 mmin |ength.]
Provide terminals in accordance with CEl 81-1 and CEl 81-4. Air ternminals
shal | be points constructed of nickel plated copper with threaded cast
bronze base

2.4.6 Connection and Ternmi nati on Conmponents

EE R R R R R R R R R R R R R R R R R R R R R R R I R R R O O R

NOTE: Mbst lightning protection systens serve
conventional buildings. However, |ightning
protection systens are al so provided for specialized
structures such as water towers, control towers
antenna structures, steeples, specialized towers,
and so forth. Edit the specification accordingly
when the project includes (or the project is) a
speci al i zed structure.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

Provi de connections, term nations, fittings and conponents in accordance
with CEl 81-1. Provide style and size of connectors, fittings and
conponents as required for the actual installation and in accordance with
the manufacturer's instructions and recomendati ons. Provide conductor
connections with clanps using copper based bolts, nuts and | ock washers.
Provi de connections to the ground ring that are easily accessible by neans
of inspection pits. For bolted connections, provide copper based,

i ncludi ng hardware bolts, nuts, washers, spacers, and | ock washers.
Provide | ock washers with all bolted connections. Coordinate with the
actual naterial of the[ roof nounted equi pnent (fans, ventilators, vent

pi pes, and so forth) and roof construction features (parapet wall caps,
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mansard roofs, and so forth)][ structure] which are connected to the
lightning protection system Coordinate the selection of connectors and
conponents with the[ roof construction and other features of the building's
construction] [ construction features of the structure].

2.4.7 G ound Rods

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: The designer will deternine the type and
nunber of ground rods to be used based on | oca
conditions and earth resistivity data. Consult with
t he cogni zant EFD/ EFA and the | ocal Public Wrks
Depart nment . Copper clad steel rods will be
specified for nornal conditions. GGalvanized coated
steel or stainless steel rods will be used where | ow
soil resistivities are encountered and gal vanic
corrosion may occur between adjacent underground
metallic masses and the copper-clad rods. Stainless
steel rods have a longer |life than zinc coated

steel, but use of these nust be justified based on
the higher cost. In high resistivity soils, 3000 nm
sectional rods may be used to obtain the required
resi stance to ground; however, where rock is
encountered, additional rods, a ground |oop, or
ground grid nay be necessary. Coordi nate and
standardi ze rod selection for individual facilities
with other specification sections.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Provi de ground rods nmade of [ copper-clad steel][ stainless steel][ solid
copper][ gal vani zed ferrous] conformng to CEl 64-12 and CEl 81-1. Provide
ground rods with di aneter adequate to permt driving the full length of the
rod, but not less than 19 nmin dianmeter, and 3mlong, mninum|[ Do not

m x ground rods of different conposition. All ground rods shall be of the
sanme material . ]

2.4.8 Connections and Termninati ons
Provi de connectors for splicing conductors that conformto CEl 81-1.
Conduct or connections can be nmade by cl anps or welds (including
exothernic). Provide style and size connectors required for the
installation.

2.4.9 d anmp- Type Connectors

Provi de brass plated with screws for aboveground strips. For splicing
copper, conductors shall be brass conpression type.

2.4.10 Roof Conductor Supports
Supports shall be of the dead weight or clanp-type as required. Under no

circunst ances shall the roofing systembe damaged by the installation of
supports.

SECTI ON 13100 Page 9



| GSVAY04

2.4.11 I nspection Pits

Provi de prefabricated concrete inspection boxes of the size and type shown
for the installation of systemground rods and conductors. Provide
renovabl e concrete cover for each pit.

2.4.12 Li ght ni ng Protecti on Conponents

Provi de cl anp-type connectors, roof conductors, supports and inspection
pits that conformto CEl 81-1 and CEl 64-12 as applicable. Provide
exothernic weld type connections or sinilar approved ground connections
underground or inside pits.

2.4.13 Test d anps

CEl 81-1. Provide test clanps as shown on drawi ngs. Protect test clanp on
wal | or in ground pit provided with heavy duty box wth cover.

[2.4.14 Groundi ng Pl at es

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: The use of grounding plates is discouraged in
Mlitary Handbook M L-HDBK-1004/6, paragraph 3. 3. 4;
however, the use of grounding plates is an
acceptable alternative to ground rods in areas where
excessi ve rock and surface | edge is encountered.
Provi de appropriately detailed information on the
drawi ngs for a proper description of the grounding
pl ates, |ocations, and connections.

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

Provi de grounding plates as indicated on the drawings. Plates shall be
made of [ copper-clad steel][ iron] [ stainless steel][ solid copper].

] PART 3 EXECUTI ON
3.1 | NTEGRAL SYSTEM

CEl 81-1. The LPS shall consist of[ air termnals,][ nesh style system
utilizing copper bars mounted on insulators,] main conductors, down
conductors, bondi ng conductors, all connections, grounding el ectrodes, and
ground ring conductors. Electrically interconnect |ightning protection
systemto formthe shortest distance to ground. Do not use nonconducting
parts of the structure as part of the building's |ightning protection
system Install the conductors exposed on the structure except where
conductors are required to be in protective sleeves or in conduit. Connect
the lightning protection systemto all grounded netallic parts within the[
buil ding][ structure]. Make interconnections within side-flash distances
at or above the level of the grounded netal parts. The entire |ightning
protection systemshall be electrically continuous and shall provide an
equi potential bonding system Coordinate work with structural and
architectural for reinforcing irons of colums to be connected and for

| ocation of roof and drop conductors. Interconnect secondary conductors
with grounded nmetallic parts within the buil ding.
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1.1 [Air Terminal s][Air Term nation Systeni

[Air termnal installation and support J[Air term nation system]shal
conformto CEl 81-1. Rigidly connect[ air ternminals][ copper bar nesh] to
mai n conductors by neans of clanp connectors. Locate[ air terminals]]
copper bar mesh] equally and symretrically around the perineter of the[
buil ding][ structure]. Final location of[ air term nals][ copper bar nesh]
shall be in accordance with the applicable references. Conply with the
manuf acturer's instructions and reconmendati ons.

1.2 Mai n Conduct ors and Bondi ng Conductors

Connect mmin conductors and bondi ng conductors directly to the[ building' s
roof, ridge roll, or parapet wall][ structure's roof] in accordance wth
CEl 81-1 and CEl 64-8 and the nmanufacturer's instructions and
recomendati ons. Avoid sharp bends or turns in cabled conductors. Do not
make turns of |less than [200]] ] mm Rigidly fasten cabl ed conductors
every [1000] [ ] mmalong the roof and within 100 nm of each term nation
connection. Make connections electrically continuous. Install nain
conductors and bondi ng conductors al ong contours of the roof[, ridges,
parapets] and edges. Interconnect|[ all air termnals][ the air term nation
system and netallic bodies[ and equi prent] that are nounted on the roof.]|
For specialized structures such as water tanks, antenna towers, steeples,
and so forth, fulfill all instructions and reconmendati ons of the
structure's manufacturer.]

.1.3 Down Conduct ors

Make down conductors electrically continuous fromthe air termination
system and main conductors to the ring conductor and groundi ng el ectrodes.
Install down conductors at outer extrenme portions of the[ building]]
structure] such as corners. Locate down conductors equally and
symmetrically around the perineter of the[ building][ structure]. Secure
conductors to prevent physical displacenent (mechanical damage) of the
conductor.[ Provide a ground di sconnect device for each down conductor.]]|
Coordi nate down conductor |ocations with the location of air termnals.]
Aver age di stance between down conductors shall not exceed 25 neters.
Coordinate with architectural work to determ ne the best |ocation of down
conductors. Course down conductors over outer extrenme portions of the
bui | di ng, such as corners, with consideration given to |ocation of ground
connections and air termnals. Provide each building or structure not |ess
than four down conductors |located as wi dely separated as practicable, such
as at diagonally opposite corners. Install additional down conductors when
necessary to avoid "dead ends" or branch conductors exceeding 5 min

I ength, ending at air termnals.

3.1.3.1 Rout i ng of Down Conductors

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Choose one of the follow ng nethods for
routing the down conductors. Concealing the
conductor is preferred. Choose the |ast paragraph
only if required by the host nation's Lightning
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Protection Code. Use of reinforcing steel bars
shall be in accordance with CEl 81-1.

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

[ The vertical transition section of all down conductors shall be installed
in conduit[ which shall be concealed in the exterior wall structure]. The
conduit shall run continuous fromthe roof to the ring conductor. Roof
penetrations shall be mninzed and avoided if possible. Were roof
penetrations cannot be avoided, then provide penetrations in accordance
with the[ architectural requirenents][ requirenents of the structure's
manufacturer]. Al roof penetrations shall be approved by the Contracting
Oficer prior to initiating work.]

[ Down conductors shall be run exposed on the exterior of the building. Run
the conductor in a [20]] ] mm PVC conduit fromthe ground level to 3
neters above the finished grade.]

[ Connect down conductors to the top and to the bottom of the reinforcing
steel bars of the columms in accordance with CElI 81-1. Provide down
conductors in addition to connecting to the reinforcing steel. Do not use
the reinforcing steel as the down conductor even though this nay be all owed
by CEI 81-1.]

.1.4 I nterconnection of Metallic Parts

Metallic parts shall be connected by not smaller than 35 m? tinned copper
brai ded, or equivalent, directly to the grounds or down conductors.
Binetallic connectors and fittings shall be used for splicing or banding
dissimlar netals.

.1.5 Connection of Metallic Parts

Al netallic parts located on the roof shall be bonded and connected to the
lightning protection system|[ This shall include netal gutters, doors,
down spouts, flues, fans, ventilators, all types of nechanical equipnent,
vent pipes, netallic caps on parapet walls, specialized roof structures
such as mansard roofs, and so forth.] Installation shall conply with CE
81-1. Coordinate with the actual nmaterial that is connected to the
[ightning protection system Conductor naterial selection shall be

sel ected as required to prevent rapid deterioration due to dissinilar
net al s.

.1.6 G ound Connecti ons

CEl 81-1 and CEl 64-8. Securely connect the down conductors to the ring
conductor in a nmanner to ensure electrical continuity between the two.
Provi de a ground connection for each down conductor. Connect all down
conductors to the ring conductor only by bolted type connections. Al
connections shall be located in inspection pits for easy inspection and
testing. Bond netal water pipes and other |arge underground netallic
objects to the ring conductor. Exotherm c connections nay be used only in
bel ow ground | ocations. Provide clanp type connection or exotherm c wel ds
for continuation. Attach down conductors to ground rods by exothermnc
wel di ng, brazing, or clanping. Provide clanps suitable for direct burial
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Protect ground connection from nechanical injury. Bond netal water pipes
and other | arge underground netallic objects together with all groundi ng
medi uns. I n naking ground connections, take advantage of all pernanently
noi st pl aces where practicable, although avoid such places when area is wet
with waste water that contains chem cal substances, especially those
corrosive to netal.

1.7 G ound Rods

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Provide a ring conductor around all buildings
that have a lightning protection system |Indicate
Iightning protection systemand rel ated equi pment on
dr awi ngs.

In accordance with CEl 64-8, the maxi nrum ground

resi stance for any lightning protection system shal
be coordinated with the protective devices installed
within the Building in accordance to the CEl 64-8
Norm for the distribution systemprovided (TT or TN)

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

Provi de cone pointed ground rods driven full depth plus 150 nm installed
to provide an earth ground of the appropriate value for the particular
equi prent bei ng grounded.

[3.1.8 Groundi ng Pl at es

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: The use of grounding plates is discouraged in
Mlitary Handbook M L-HDBK-1004/6, paragraph 3. 3. 4;
however, the use of grounding plates is an
acceptable alternative to ground rods in areas where
excessi ve rock and surface | edge is encountered.

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

Provide a grounding plate for down conductors. Set groundi ng pl ates not

| ess than [600]] ] mm nor nore than [3000]] ] mmfromthe[
buil ding][ structure]. Gounding plate shall be buried as deeply as |oca
conditions allow but w thout exceeding [3000]] ] mmin depth

13.2 FIELD QUALI TY CONTROL

3.

2.1 Li ghtning Protecti on System | nspection and Test Report

CEl 81-1. Make visual inspections to verify that there are no | oose
connections and that conductors and system conponents are securely
fastened. First test systemfor electrical continuity. Upon successfu
conpl etion of these prelimnary inspections and test, provide testing
necessary to obtain the lightning protection systems certification froma

recogni zed testing organi zation. Fulfill all inspection and testing
requirenents in accordance with CEl 81-1. Notify the Contracting O ficer
at least ten days in advance of the final test. Inspections and checks

shal |l be provided by a qualified electrical inspection and testing conpany
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as specified in Section 16081, "Apparatus |nspection and Testing". The
i nspection and testing conpany shall provide a Certificate of Conpliance in
accordance with the paragraph titled "Certificates of Conpliance"

. 2.2 Groundi ng System Test

The Contracting Officer will provide additional instructions if the ground
resi stance exceeds | ] ohnms. Grounding systemtests shall be perforned
in accordance with CEl 11-1, CEl 64-8, and CEl 64-12.

.2.2.1 Groundi ng System
a. Visual and nechanical inspection

1. Inspect ground system for conpliance with contract plans and
specifications

b. Electrical tests

1. Test the grounding systemto ensure continuity and that resistance
to ground is not in excess of [10][__ ] ohnms. Perform
ground- i npedance neasurenents utilizing the fall-of-potential
met hod. On systens consisting of interconnected ground rods,
performtests after interconnections are conplete. Take
measurenents in nornally dry weather, not |ess than 48 hours after
rainfall. Use a portable ground testing negger in accordance wth
manufacturer's instructions to test each ground or group of
grounds. The instrunent shall be equipped with a nmeter reading
directly in ohns or fractions thereof to indicate the ground val ue
of the ground rod or groundi ng systens under test.

. 2.3 Li ghtning Protection System I nspection

Make visual inspections to verify that there are no | oose connections which
may result in high resistance joints, and that conductors and system
conponents are securely fastened to their mounting surfaces and are

prot ected agai nst acci dental nechanical displacenent.

-- End of Section --
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